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इस भाग में भिम्म पष्ठ संख्या जाती है जिससे कि यह अलग संकलन के रूप में 

रखा जा सके 
Separate Paglig is given to this part in order that it may be flled as 

* Separate compllation 


MALA 


- 


ऊर्जा मंत्रालय 

(कोयला विभाग ) 
नई दिल्ली , 4 जुलाई 1986 ; 

अधिसूचना 
का . मा . 401 ( अ ) :----केन्द्रीय सरकार मावश्यक वस्तु अधिनियम , 1955 ( 1955 का 10 ) की धारा 16 द्वारा प्रबस रखा गया कोयला नियंत्रण 
मादेश , 1945 के ड 3 और 4 के अनुसरण में पीर. भारत मरकार के ऊर्जा मंत्रालय ( कोयला विभाग ) की अधिसूचना मा . प्रा . सं . 12( 6 ) दिनांक 
8- 1- 1986 का आंशिक संशोधन करते हुए उस्त अधिसूचना में निम्नलिखित संशोधन करतो है :- -- 

1. सारणी-1 के नीचे टिप्पणी, मं . 6 को संख्या बदलकर उने टिप्पणी सं . 7 किया जायेगा और इस प्रकार पुनः संख्यामितकिमो 7 से पहले 
निम्नलिखित टिप्पणी जोड़ी जायेगो :---- 

" भारतीय मानक संख्या माई एम : 770- -1964 कोयले का सामान्य वर्गीकरण ( संशोधित ) को सारणी 2 में निर्धारित परिमापों के अनुसार दोई 
ज्याला कोयले की परिभाषा की जायेगी । संगस भाग नीचे उद्धृत किया गया है : 
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बाष्पशील द्रव्य प्रतिगम ( यूनिट कोयला प्राधार ) किलो कैलोरी/किलोग्राम में कुल सो . मी . की 40° से , मार एप पर 60 % पर शुष्क नमी 
रेंज ( यूनिट कोयला माघार ) 

की रेंज ( खनिज रहित कोयला माघार ) 
बी 32 से अधिक 8060 से 8440 

3 से 7 
बी5 32 से अधिक 

, 7500 से 8060 

7 से 14 
भारतीय मानक विनिर्देश संख्या पाई एस : 1350 ( भाग-I ) 1984 में निर्धारित क्रियाविधि के अनुसार कोयला नमूनों पर बाष्पशील प्रज्य पौर 
नमी की अवधारणा को जायेगी । पाई एस : 1350 ( भाग -II) 1970 विनाक अप्रैल , 1971 और उसके बाद के किसी संशोधन में निर्धारित क्रियापित 
के अनुसार , सकल ऊष्मा मूल्य को प्रतारणा की जायेगी । 
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2. सारणो II में , मव सं . 1 के नीचे शोर्षक " वीर्ष वाला कोयले का उत्पादन करने वाली कोलियरियों को सूची नीचे नोट 1 में " के स्थान पर 
" मसम , मेघालय, नागालैंड मष शामित प्रदेण अरूणाचल प्रदेश और सिगरेनी कोलियरियों को छोड़कर सभी राज्यों में उत्पादित दीप ज्वाला कोयला " शीर्षक 
प्रतिस्थापित किया जायेगा । 

3. सारणी-I के नीचे नोट 1 के स्थान पर निम्नलिखित नोट प्रतिस्थापित किया जायेगा । 
"दीर्घ ज्वाला कोयले से अभिप्रेत वह कोयला है जिसे कोयला उत्पादकों द्वारा दीर्घ ज्याला कोयला घोषित किया जाता है और जो इस अधिसूचना 
की सारणी-I के नीचे टिप्पणो 6 के अनुसार दोघं ज्वाला को परिभाषा को संतुष्ट करते हैं । " 


[F . 28012/ 17/ 84-# . .] 
पी . एन . प्रमी, अपर सचिव 


MINISTRY OF ENERGY 

( Department of Coal) 
New Delhi, the 4th July, 1986 

NOTIFICATION 
so , 401( E ).-- In partial modification of the notification of the Government of India in the Ministry of 
Energy ( Department of Coal) S . O .No. 12 (E ) dated 8 - 1- 1986 and in pursuance of cleuses 3 and 4 of the Colliery 
Control Order, 1945 , as continued in force by section 16 of the Essential Commoditioes Act, 1955 ( 10 of 1955 ). 
the Central Government hereby inkes the following modifications in the aforesaid notification : 

1. Note No. 6 under Table I shall be renumbered as Note No. 7 and before Note 7 as so ro -numbered , 
the following nota shall be inserted namely : 

“ Long flame cools shall be defined by the parameters as laid down in Table 2 of Indian Standard No. 
IS : 170 -1964 , - " Gencralclassification of coals (Revised )" . The relevant part is extracted below : 


Group 


Volatile matter percent 
(Unit coal basis ) 


Renge of gross C. V . in 
K0:31/Kg ( Unit coal basis ) 


Range of dried Moisturo 
percent et 60 percent RH at 
40°C (mineral frec coal basis ) 
3 to 1 
7 to 14 


Over 32 
Over 32 


8060 10 8440 
7500 to 8060 


BO 


- - - 


The determination of volatile matter and moisture shall be carried out on coal samples as per procedure 
laid down in Indian Standard specification No. IS : 1350 ( Part- I) 1984 . Determination of gross calorific value 
shall be carried out in accordance with procodure laid down in IS : 1350 ( Part- LI) 1970 dated April 1971 or any 
subsequent revision thereof . 

2 . In Tablo II , undor item No. 1, for tho heading “ Long flame coal produced by collieries listed in Note 
pelow " the heading " Long flame cool produced in all States excepting Assam , Meghalaya , Nagaland, Union 
Territoy of Arunachal Pradesh and Singareni Collieries." shall be substituted , 

3 . Under Tablo VI, for poto 1 , tho following Note shall be substituted , namely : 

“ Note . l. Long flame coals are coals which are declared as Long Flame Coal by the Coal producers and 
which satisfy tho definition of Long Flame as per note 6 under Tablo I of this notification ." 


[No . 28012 /17 /84 - CA ] 
P . N . ABBI, Addl. Sooy 
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